ASSAMBLE INSTRUCTIONS FOR FREIGHTLINER, INTERNATIONAL

KENWORTH ,MACK OR VOLVO MODEL

ASSEMBLE INSTRUCTIONS / INSTRUCCIONES DE ENSAMBLE

- MATERIALS: Leak and Fuel protector, cold weld adhesive, Allen key, set screw and cleaning cloth(not included).
- MATERIALES: Protector de fugas y combustible, soldadura en frio, llave allen, tornillo opresor y pafio para limpiar
(no incluido).

STEP

*Thoroughly clean the fuel *Apply the cold weld adhesive

tank nozzle

Limpie la boquilla del tanque de combustible. Aplica la soldadura en frio alrededor de la boquilla.

‘Screw in the device thightly Thighten with 1/4” inch allen screw
set (included) and allow to dry

Ajusta con llave alleny opresores de 1/4” y deja
secar la boquilla el tanque

Enrosca la trampa y ajusta con fuerza

KIT CONTENTS CONTENIDO DEL KIT

= Protector de fugas y combustible.
= Soldadura en frio.

= Llave Allen 1/8".

= Tornillo opresor 1/4".

= Instructivo.

TECHNICAL SUPPORT
ﬁ e d:}+1 (832) 339-0991
In case that you require support, you can send this request to:
En caso de requerir ayuda, puede enviar sus dudas a:

= Leak and Fuel Protector.
= Cold weld adhesive.

= Allenkey 1/8 “

= Set screws 1/4”

= Instructive.



https://www.facebook.com/ZegaUSA
https://wa.me/+18323390991
tel:+18323390991
https://www.zegausa.com/
https://www.zegausa.com/

